
 

 

C&C 34 SPECIFICATIONS 
LOA 34’ – 2” 
Beam 11’ – 0” 
Draft 5’ – 9” 
Headroom 6’ – 2”  
Displacement 10500 lbs 
Ballast 4000 lbs 
Keel – fin keel 
Rig – Sloop, Rod rigging 
PHRF NE handicap144 
Inboard Universal Atomic 4 cylinder gas engine 
INVENTORY LIST 
Custom steel cradle to suit local hydraulic yard trailer 
Twin foil furling 
7.5 oz, Dacron Mainsail, full battens top, new in 2002 
8.0 oz, Dacron 120% furling jib with UV protection, new in 2006 
Dacron 110% furling jib 
Dacron 100% furling jib 
Dacron storm jib 
Mylar Heavy 150% genoa 
Mylar Light 150% genoa 
Mylar 100% jib 
0.5 oz spinnaker, white 
0.75 oz spinnaker, green and white 
1.5 oz spinnaker, white 
Spinnaker pole and reaching strut 
Jib and spinnaker sheets led to winches in cockpit 
Main sheet to winch on cabin top 
#1 and #2 reefing lines, vang and halyards aft to winches on cabin top 
Starboard and Port spinnaker halyards and winches on deck  
Spinnaker Pole halyard and winches on deck 
4 winch handles 
Hydraulic backstay adjuster 
Dodger and shade extension 
Bruce anchor complete with chain and rode in anchor locker 
Propane Barbeque and tank, stern pulpit mounted 
Gimbaled propane stove and oven complete with tank in propane locker 
Refrigeration 
Newer Upholstery  
Cockpit table 
Knot meter, depth, wind speed and wind direction 
Auto Pilot 
VHF Radio 
Solar Panel with regulator 
Solar vent in head 
Upgraded Alternator 


